
 

 

 

 

 

 
 

 

 

 

 

 

Lexxi™ T1660 
Zaman Alanlı Reflektometre 
İlk müdahale için yüksek çözünürlüklü elde taşınabilir kablo test cihazı 

 



Metalik Kablolar için 

Radiodetection’ın LEXXI R1660 

zaman alanlı reflektometresi 

Yenilikçi, ekonomik kablo arıza tespit cihazı 
 
 
 
 

Radiodetection'ın Lexxi T1660 modeli, rakipsiz performans, 

kullanışlı  ve ekonomi kombinasyonu sağlar. 

Radiodetection, Lexus T1660'u, Riser Bond Model 1550 ve Bicotest Lexxi 
T810'un kullanıcılarına tanıdıkları kolay tutulan ergonomiyi alarak ve benzersiz 
bir TDR motoru ve 3.5 "renkli arka aydınlatmalı ekran takarak kurdu. 

Sonuç,% 1'lik mesafe doğruluğu ve çözünürlüğü teknisyenlere hataları hızlı ve 
doğru bir şekilde bulmak için ihtiyaç duyduğu aracı veren bir kablo test 
cihazıdır. Buna ek olarak, daha fazla teknisyenin donanımlı olmasını sağlayan 
Lexxi T1660'un mükemmel değeri var. 

Lexxi T1660, bir tanesi zırhlama veya ekran olabilen en az iki metalik 
elemandan oluşan tüm metalik kabloları analiz etmek için uygundur. Kablo 
türleri arasında CATV, bükülmüş çift telekom, Ethernet ve hatta AG güç 
kabloları bulunur. 

Lexxi T1660, standart olarak 100Ω timsah klipsli Twisted Pair bağlantı 
kablolarıyla birlikte gönderilir. Bir dizi opsiyonel fiş modülü, canlı 3 fazlı şebeke 
kablolarının güvenli bir şekilde analiz edilmesini sağlayan Engelleyici Filtre 
modülü ile, çok çeşitli endüstrilerdeki ve uygulamaların gereksinimlerine adapte 
olmasını sağlar. 

Radiodetection'ın Lexxi T1660 yenilikçilik ve ekonomi sunarak verimlilikte adım 
adım bir değişiklik sağlıyor.
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Özellikler 

 Geniş renkli ekran 

 1% hatalı konum doğruluğu 

 0.5 ölü bölge 

 6km, 19000 'maksimum aralık 

 7m, 23 'minimum görüntüleme aralığı 

 11 aralık ayarları 

 Alkalin veya NiMH'den çalıştırın 
Şarj edilebilir pil 

 12 saat normal pil ömrü süresi (alkalin) 

 Kullanıcı tarafından seçilebilir Güç 
Aşağı zaman 

 Seçilebilir kablo empedansı 

 % 1 ila% 99 arasında ayarlanabilen 
VoP 

 100Ω Twisted Pair Timsah Klipsi 

 standart olarak verilen kablolar 

 Kategori IV şebeke dahil olmak üzere 
isteğe bağlı modüller, bükülmüş çift, 
koaksiyel ve güç kablosu kullanımı için 
Engelleme Filtresi Lexxi T1660'ı birden 
fazla sektör ve uygulama için uygun 
hale getirir 

Büyük, okunması kolay renkli ekran, 
çoğu durumda koşulların 

giderilmesini kolaylaştırır. 

Bükülmüş çift, koaksiyel ve güç 
kabloları için modüller Lexxi 
T1660'ın canlı, 3 fazlı şebeke 
kablolarında bile geniş aralıktaki 
uygulamalarda hataları bulmasını 
sağlar. 

Lexxi T1660, kullanımı kolay, sadece 
6 kontrol düğmesi ve tercihlerinizi 
ayarlamak için takip edilmesi kolay bir 

menü ile. 



 
 
 
 

  
 

Table of Specifications  Notes 

Ranges 7, 15, 30, 60, 120, 250, 500, 1000, 2000, 3000, 6000 
20, 50, 100, 200, 400, 800, 1600, 3200, 9400, 10000, 20000 

Meters 
Feet 

Range Selection Manual range control  

Accuracy 1% of selected range*  

Display 328x256 pixel 3.5” color backlit LCD  

Resolution Approx 1% of range  

Velocity Factor, VoP Adjustable from 1% to 99%  

Output Pulse 5V peak to peak Into open circuit 

Output Impedance Selectable 25, 50, 75 & 100 ohms  

Output Pulse Width 3ns to 3ms Automatic with range 

Scan Rate 2 scans/second  

Batteries Six AA (LR6/R6) Alkaline or NiMH cells  

Battery Life 12 hours typical, continuous operation Alkaline batteries 

Voltage Protection 600V AC Category III, 300V AC Category IV 
250V AC 

Lexxi T1660 with Mains Blocking Filter 
Lexxi T1660 with all other connectors and 
Plug-In Module options (see below) 

Power Down Selectable 1, 3, 5, 10, 15 minutes or disabled  

Operating Temp -10ᵒ to 50ᵒC, 14ᵒ to 122ᵒF  

Storage Temp -20ᵒ to 70ᵒC, -4ᵒ to 158ᵒF  

Dimensions 250x100x55mm, 9.8x4x2.2”  

Weight 600g, 1.3lb  

Standards EMC BS/EN 61326-1  

Water/Dust Proof IP54  

 

 
Ordering information   

Description Sales Part Number Notes 

Lexxi T1660 TDR 10/T1660 Lexxi T1660 TDR 

Standard Accessories   

Twisted Pair, Alligator Clips 10/T1660-TP-ALLIG Connection cables, 1.9m, 75” 

Lexxi T1660 bag, clear cover 10/T1660-BAG Bag 

Optional Accessories   

Mains Blocking Filter, 25Ω, Cat IV 10/T1660-BLOCK-MOD Plug-in Module, option 

50Ω Twisted Pair Plug-In, Croc Clip 10/T1660-TP-CROC-MOD-50 Plug-in Module, option 

100Ω Twisted Pair Plug-In, Croc Clip 10/T1660-TP-CROC-MOD-100 Plug-in Module, option 

75Ω BNC Plug-In, BNC-F adapter 10/T1660-BNC-MOD-75 Plug-in Module, option 

*Measurement accuracy of ±1% assumes accurate setting of Velocity of Propagation (VoP), homogeneity of VoP along the length of the cable and accurate cursor positioning. 

Battery state Distance to fault 

Launch pulse 
VoP 

Reflected pulse 

Output impedance 

Cursor 
Display range 

Gain setting 



    
 
 
 
 
 
 
 

Global locations 

Radiodetection (USA) 

28 Tower Road, Raymond, Maine 04071, USA 

Tel: +1 (207) 655 8525 Toll Free: +1 (877) 247 3797 rd.sales.us@spx.com www.radiodetection.com 

 

Pearpoint (USA) 

39 -740 Garand Lane, Unit B, Palm Desert, CA 92211, USA 

Tel: +1 800 688 8094 Tel: +1 760 343 7350 pearpoint.sales.us@spx.com www.pearpoint.com 

 

Radiodetection (Canada) 

344 Edgeley Boulevard, Unit 34, Concord, Ontario L4K 4B7, Canada 

Tel: +1 (905) 660 9995 Toll Free: +1 (800) 665 7953 rd.sales.ca@spx.com www.radiodetection.com 

 

Radiodetection Ltd. (UK) 

Western Drive, Bristol, BS14 0AF, UK 

Tel: +44 (0) 117 976 7776 rd.sales.uk@spx.com www.radiodetection.com 

 

Radiodetection (France) 

13 Grande Rue, 76220, Neuf Marché, France 

Tel: +33 (0) 2 32 89 93 60 rd.sales.fr@spx.com http://fr.radiodetection.com 

 

Radiodetection (Benelux) 

Industriestraat 11, 7041 GD ’s-Heerenberg, Netherlands 

Tel: +31 (0) 314 66 47 00 rd.sales.nl@spx.com http://nl.radiodetection.com 

 

Radiodetection (Germany) 

Groendahlscher Weg 118, 46446 Emmerich am Rhein, Germany 

Tel: +49 (0) 28 51 92 37 20 rd.sales.de@spx.com http://de.radiodetection.com 

 

Radiodetection (Asia-Pacific) 

Room 708, CC Wu Building, 302-308 Hennessy Road, Wan Chai, Hong Kong SAR, China 

Tel: +852 2110 8160 rd.sales.asiapacific@spx.com www.radiodetection.com 

Radiodetection (China) 

Ming Hao Building D304, No. 13 Fuqian Avenue, Tianzhu Town, Shunyi District, Beijing 101312, China 

Tel: +86 (0) 10 8416-3372 rd.service.cn@spx.com http://cn.radiodetection.com 

Radiodetection (Australia) 

Unit H1, 101 Rookwood Road, Yagoona NSW 2199, Australia 

Tel: +61 (0) 2 9707 3222 rd.sales.au@spx.com www.radiodetection.com 

 

 

Radiodetection is a leading global developer and supplier of test equipment used by utility companies to help install, protect 

and maintain their infrastructure networks. 

 

 

Copyright © 2017 Radiodetection Ltd. All rights reserved. Radiodetection is a subsidiary of SPX Corporation. Radiodetection and Lexxi are registered trademarks of 

Radiodetection Ltd. in the UK and other countries. Due to a policy of continued development, we reserve the right to alter or amend any published specification without 
notice. This document may not be copied, reproduced, transmitted, modified or used, in whole or in part, without the prior written consent of Radiodetection Ltd. 
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